[ALIGNMENT PROCEDURES 
A 
VCO Alignment 


„MHF Low Band 


x 


PERE TMI RHE 


| OFF/VOLUME control: ON. 


; Control Setting Test Instrument Connection 


Connect the DC SSVM to 


SQUELCH control: 
counterclockwise (CCW). 
Select channels 1 through 3. 


Fully | TP5. 


Table 2 
F High/UHF Low Band 
OFF/VOLUME control: ON. 


SQUELCH control: 
counterclockwise (CCW). 


Fully | TPS. 


Select channels 4 through 10. 


See Figure 3 


Connect the DC SSVM to 


See Figure 3 


a | 
et 
| 6 
| 8 
Fase eee 
| to 


1. Select channel 1 and adjust 
T5 


T5 for 1.0 volt on the DC 

SSVM. 

2. Select channel 3 and adjust 
TC2 for 10.0 volts on the DC 
SSVM. 

3. Repeat above 1 and 2, until 

no further improvement is 

observed. See Table 2. 


DC SSVM 
Voltage at TP5 
| 1 | 68.000 MHz 0.9-1.1 volts Unit 
| 2 | 78.000 MHz 4.0-5.0 volts Under Test 
| 3 | 88.000 MHz | 9.9-10.1 volts 


TCS 1. Select channel 10 and 
T6 adjust TC3 for 13.0 volt on 
the DC SSVM. 
. Select channel 7 and adjust 
T6 for 1.4 volts on the DC 
SSVM. 
. Repeat above 1 and 2, until 
no further improvement is 
observed. See Table 3. 


Table 3 


